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[

T. 33 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

The following fleld notes describe the survey of the west and
north houndaries, and a portion of the subdivisional lines,
Township 38 North, Range 19 East, Gila and Salt River Meridian,
Arizona.

The east boundary was surveyed by Leonard R. Sandoval in 1997-328,
concurrently under this same group.

The survey was executed in accordance with the specifications as
set forth in the Manual of Instructions for the Survey of the
Public Lands of the United States, 1973, the Special Instructions
dated June 6, 1996, and Amended Special Instructions dated August
13, 1997, for Group No. 802, ArizZocha.

The directions of all lines were determined, and distances were
measured, either with a Sokkla SET2BII total station ingtrument
or by the technique of differential positioning using Trimble
Navigation 4400 Series Global Positioning System receivers
utilizing Real-Time Kinematic techniques.

The geographic position of the southeast corner of the towmship
was determined by the technique of differential! positioning using
the Ashtech M-Series Geodetic Positioning System. First order
National Geodetic Survey triangulation stations "COAL MINE 1951°
and "KAYENTA 1951" were used as control stations. The geographic
position is as follows:

Lat.: 36°39'02.011" N, Long.: 110°14709.184" W, NADR3(1992)

The mean magnetic declination is 12 1/2° E.

Form 9600-[0a (November 1987) USDI-BLM

FIELD NOTE PAPER



4 BOOK

Survey of the West Boundary,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

6.33

6.60

40.00

45,90

53.20

80.00

Beginning at the cor. of Tps. 37 and 38 N., Rs. 18 and 19 E.,

monumented with a stalnless steel post, 2 1/2 ins. diam., with
brass cap, set, mkd., and witnessed as described in the field

notes of the survey of the east boundary, T. 37 N., R. 18 E.,

executed concurrently under this same group.

North, het. secs. 31 and 36.

Over rolling land atop Black Mesa.

Barbed wire fence, 5 strands, bears ENE and WSH.

Graded road, 15 ft. wide, bears ENE and WSW.

Point for the 1/4 sec. cor. cf secs. 31 and 36.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N
R18E RI9E
1/4
336 ‘ 5331
1937

Depcsit a magnet ina 1 x 1 x 2 Ins. white colored plastic case
heneath the stalnless steel post.

Graded road, 15 ft, wide, bears SSE and NNW.
Barbed wire fence, 5 strands, bears SSE and NNW,
Point for the cor. of secs. 25, 30, 31, and 36.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. dlam.,
26 ins. in the ground, with brass cap mkd.

T38N

1997

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post,

Cor. is located 2.05 chs. S. of N. rim of Black Mesa, bears ESE
and WNW.

Form 9600-10a {November 1987) USDI-BLM FIELD NOTE PAPER



5 BOOK 5558

Survey of the West Boundary,
T. 38 M., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS
Land, rolling.
Soil, sandy and rocky clay, with sandstone outcrops.
Timber, pondercosa pine, pifion and juniper; undergrowth, brush and
native grasses.
North, bet. secs. 25 and 30.
over rugged and broken land, descending abruptly down the
N. slope of Black Mesa.
40.00 Point for the 1/4 sec. cor. of secs. 25 and 30.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 Ins. in the ground, with brass cap mkd.

T38N

R18E RI1%9E
1/4
525 | 530

1997
Deposit a magnet ina 1 ® 1 x 2 ins. white cclored plastic case
heneath the stainless steel post.
Thence over rolling land.

80.00 Point for the cor. of secs. 19, 24, 25, and 30.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N

1997

Deposit a magnet in a 1 ¥ 1 ®x 2 ins. white colored plastic case
beneath the stainless steel post.

Land, rugged, broken and rolling.

Soil, sandy and rocky clay with sandstone outcrops.

Timber, ponderosa pine, pifion and juniper; undergrowth, brush and
native grasses.

North, bet. secs. 19 and 24.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey of the West Boundary,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

40.00

80.00

13.55

16.68

18.24

Over relling and broken land.
Point for the 1/4 sec. cor. of secs. 19 and 24.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N
R18E RI9E
1/4
s24 | s19
1998

Deposit a magnet in a 1 ® 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Thence descend over rugged and broken slope.
Point for the cor. of secs. 13, 18, 19, and 24.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N

1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.

Land, rolling, rugged and broken.
Soll, sandy and rocky clay.
Timber, pifion and juniper; undergrowth, brush and native grasses.

¥orth, bet. secs. 13 and 18,
Over rolling land.

S. right-of-way fence of U. S§. Highway 160, barbed wire,
5 strands, parallels highway.

Center of U. S. Highway 16C, asphalt pavement, 36 ft. wide, bears
ENE and WSW,

N. right-of-way fence of U. S. Highway 160, barbed wire,
5 strands, parallels highway; thence over gently relling land.

Form 9600-10a (November 1987) USEI-BLM FIELD NOTE PAPER
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Survey of the West Boundary,

T. 33 N., E. 1% E., Gila and Salt River Meridian, Arizona

CHAINS

18.90

40.00

9.70

Power line, bears ENE and WSW.

Point for the 1/4 sec. cor. of secs. 13 and 18.

Set a stalnless steel post, 28 ins. long, 2 1/2 Ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N
RISE RI9E
1/4
513 | si8
1958

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
heneath the stalnless steel post.

Power line, bears ENE and WSW.

Telephone line, bears ENE and WSW.
Underground gas plpeline, bears ENE and WSW.
Point for the cor. of secs. 7, 12, 13, and 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. dlam.,
26 ins. in the ground, with brass cap mkd.

T3EN

1998

Deposit a magnet in a 1 x 1 ¥ 2 ins. white colored plastic case
beneath the stainless steel post.

Land, gently rolling.
Soll, sandy clay.
No timber; brush and native grasses.

North, bet. secs. 7 and 12.
Over nearly level land.
Power line, bears WE and SW.

High voltage transmission line, bears NE and SW.

Form 9600-10a (November 1987) USDI-BLM FIELD NGQTE PAPER
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Survey of the West Boundary,
T. 33 N., R. 19 E., Glla and Salt River Meridian, Arizcna

CHAINS

23.50

35.00

40.00

80.00

37.90

40.00

S. high bank of Laguna Creek floodplain, bears E. and W.
N. bank of Laguna Creek floodplain, bhears E. and W.
Point for the 1/4 sec. cor. of secs. 7 and 12.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N
R18E R19E
1/4
812 | 87
1998

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Point for the cor. of secs. 1, 6, 7, and 12.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N

R18E | R19E
51 S6

512 l 57
1998

Deposit a magnet ina 1l ®x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Land, nearly level.
Soil, sandy clay.
No timber; brush and native grasses.

North, bet. sec¢s. 1 and 6.

Over gently rolling land.

Navajo Route 6485, a graded road, 20 ft. wide, bears ENE and WSH.
Point for the 1/4 sec. cor. of secs. 1 and 6.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey of the West Boundary,
T. 38 N., R. 19 E., Glila and Salt River Meridian, Arizona

CHAINS

80.00

T38N
R18E RISE
1/4
51 | 36
1958

Deposit a magnet in a 1 x 1 ¥ 2 Ins. white celored plastic case
beneath the stainless steel post.

Cor. ls located 40 1lks. E. of a trail road, bears NNE and SSW.
Point for the cor. of Tps. 38 and 39 N., Rs. 18 and 19 E.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top k.

T3SN

1998

from which

The mks. ¥ BO, chiseled on sandstone bedrock, bear
8. 33 1/2° E., 1.29 chs. dist.

Deposit a magnet in a 1 x 1 X 2 ins. white colored plastic case
in the drill hole beneath the brass tablet.

Land, gently rolling.
Soil, sandy clay with sandstone ocutcrops.
No timber:; brush and natlve grasses.

Survey of the North Boundary,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

From the cor. of Tps. 38 and 39 M., Rs, 19 and 20 E., monumented
with a stainless steel post, 2 1/2 ins. diam., with brass cap,
set, mkd., and witnessed as described in the field notes of the
survey of the west houndary, T. 38 N., R. 20 E., executed
concurrently under this same group.

Form 9600-10a (November 1387) USDI-BLM FIELD NQTE PAPER
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Survey of the North Boundary,
T. 38 N., R. 19 E., Glla and Salt River Meridian, Arizona

CHAINS
Cor. is located 1.20 chs. N. of bed of lLaguna Creek, 70 ft. wide,
5 ft. deep, flows ENE; 1.00 ch, S. of N. high bank of Laguna
Creek floodplain, bears E. and W.; and 1.65 chs. E. of a power
1ine, bears NNE and SSW.
West, bet. secs. 1 and 36.
Over broken and nearly level land in Laguna Creek floodplain.
8.46 Center of U. §. Highway 163, 26 ft. wide, asphalt pavement, atop
a concrete bridge, bears NE and SW; thence continue up Laguna
Creek floodplain.
40,00 Point for the 174 sec. cor. of secs. 1 and 36.
Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
27 ins. in the ground, with brass cap mkd.
T39N R1SE
S36
1/4 —
51
T38N
1998
Deposit a magnet ina 1 x 1 ¥ 2 ins. white colored plastic case
beneath the stalnless steel post.
Cor. 1s located 47 1ks. E. of the left bank of Laguna Creek,
25 f1. wide, 10 ft. deep, flows SSE.
From this cor. polnt, a brass tablet, 3 1/2 ins. diam., set flush
in sandstone bedrock, cemented in place, bears N. 44°38’ E.,
28.37 chs. dist., with top mkd. NAVAJO CONTROL SYSTEM KAY 1A.
From this same cor. point, a brass tablet, 3 1/2 ins. diam., set
flush in sandstone bedrock, cemented in place, bears
§. 28°34' E., 18.57 chs. dist., with top mkd. LIMBAUGH
ENGINEERING & AFRIAL SURVEYS INC. KAY 5.
Thence over gently relling land.
20.00C Point for the cor. of secs. 1, 2, 35, and 36.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mid.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey af the North Boundary,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

30.00

80.00

T39N R1SE
335 536

s 2 51
T38N
1998

from which

The mks. ¥ BO, chiseled on sandstone bedrock, bear
S. 45° W., 28 lks. dist.

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastlic case
heneath the stainless steel post.

From this cor. pelnt, a brass stem, 1/2 in. diam., set flush in
sandstone bedrock, cemented in place, bears 5. 56°27" E.,
15.05 chs. dist., the remnant of Limbaugh Engineering XAY 4.

Land, gently relling.
Sotl, sandy clay with sandstone outcrops.
No timber; scattered brush and native grasses.

West, het. secs. 2 and 3B.
Over rolling to broken land.
Point for the 1/4 sec. cor. of secs. 2 and 35.

Sat a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. ln sandstone bedrock, with brass <¢ap mkd.

T39N R19E
535
1/4 —
s 2
T38N
1998

Deposit a magnet ina 1 % 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Polnt for the cor. of secs. 2, 3, 34, and 35.

Set a stalnless steel post, 28 ins. leng, 2 1/2 ins. diam.,
24 ins. in sandstone bedrock, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM

FIELD NOTE PAPER
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Survey of the North Boundary,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS
T35N R19E
534 | 835
5 3 1 5 2
T38N
1998
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
heneath the stainless steel post.
From this cor. point, the remnant of third order U. S. Geologicai
Survey triangulation station "KAY 19527, a hole in sandstone
bedrock, 4 x 4 ¥ 5 ins., bears N. 9°24" W., 45.245 chs. dist.,
referenced as described hy the U. S. Geological Survey.
Land, rolling to broken.
Soil, sandy clay, sand and sandstone cuicrops.
Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.
West, bet. secs. 3 and 34.
Over broken to rolling land.
40.00 Point for the 1/4 sec. cor. of secs. 3 and 24.
Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T29N R19E
534
1/4 —
23
T38N
1998
Deposit a magnet ina 1 x 1 x 2 Iins. white colored plastic <ase
beneath the stainless steel post.
80.00 Polint for the cor. of secs, 3, 4, 33, and 34.
Set a magnet ina 1 x 1 ® 2 ins. white colored plastic case,
6 ins. below the surface of the ground.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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survey of the North Boundary,
T. 338 N., R. 19 E., Gila and Salt River Meridian, Arizcna

CHAINS

4,80

10.00

40.00

from which

A stainless steel post, 28 ins. long, 2 1/2 ins. diam., set
26 ins. in the ground, for a reference monument, bears
5. 45°00' E., 100.0 ft. dist., with brass cap mkd. T38N
R19E 83 RM 100.0 FT TO COR 1998 and an arrow peinting to
the cor. Deposit a magnet in a1l x 1 x 2 ins. white
colored plastic case beneath the stalnless steel post.

A stainless steel post, 28 ins. long, 2 1/2 ins. dlam., set
26 ins. in the ground, for a reference monument, bears
S. 45°00" W., 500.0 ft. dist., with brass cap mkd. T38RK
R19F S4 RM 50C.0 FT TO COR 1998 and an arrow pointing to
the cor. Deposit a magnet ina 1 x 1 x 2 ins. white
colored plastic case beneath the stainless steel post.

Cor. is located on SE edge of the bed of Laguna Creek, 50 ft.
wide, 2 £t. deep, flows NNE.

Land, broken to rolling.

Soil, sandy clay, sand and sandstone cutcrops.

Timber, scattered pifion and juniper; undergrowth, scattered hrush
and natlve grasses.

West, bet. secs. 4 and 33,
Over rolling and broken land.
Laguna Creek, 100 ft. wide, 5 ft. deep, flows NNE.

NW high bank of Laguna Creek floodplain, bears NNE and S38W;
thence leave Lagquna Creek floodplain.

Point for the 1/4 sec. cor. of secs. 4 and 33.

et a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
?6 ins. In the ground, with brass cap mkd.

T39N R19E
533
1/4 —
S 4
T38N
1998

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey of the North Boundary,
T. 38 N., R. 19 BE., Gila and Salt River Meridian, Arizcna

CHAINS

from which

The mks. ¥ BO, chiseled on the face of a sandstone cliff,
bear S. 77 1/2° W., 96 lks. dist.

Deposit a magnet ina 1 x 1 x 2 ins. white cclored plastic case
heneath the stalnless steel post.

Cor. is located on a sandy W. slope, near the head of a sandstone
canyon, <drains 5.

£3.60 Power line, bears NE and SW.
£5.80 High voltage transmission line, bears NE and SW.
80,00 Point for the cor. of secs. &, 5, 32, and 33.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, In sandstone bedrock, with top mkd.

T35N RLSE
332 =533

55 S5 4
T38N
1998

from which

The mks. X BO, chiseled on sandstone bedrock, hear
S. 33 3/4° E., 24 lks. dist.

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
in the drill hole beneath the brass tablet.

Land, rolling and broken.

Soil, sandy and rocky <lay, sand, and sandstone outcrops.

Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.

West, bet. secs. 5 and 32.
Over rolling and broken land.
40,00 Point for the 1/4 sec. cor. of seca. 5 and 32.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey of the North Boundary,
T. 38 N., B, 19 E., Gila and Salt River Meridian, Arizona

CHAINS

£9.20

80.00

4CG.00

T39N R19E
s 32
1/4 ——
S5
T38N
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.

Parrish Creek, 125 ft. wide, 20 ft. deep, flows 5.
Point for the cor. of secs. 5, 6, 31, and 32.

Set a stainless steel post, 28 ins. long, 2 1/2 Iins. diam.,
26 ins. in the ground, with brass cap mkd.

T39N R19E
531 332

56|55
T38N
1998

Deposit a magnet ina 1 ¥ 1 ¥ 2 ins. white colored plastic case
beneath the stainless steel post.

Land, rolling and broken.

Soil, sandy and rocky clay, sand, and sandstone outcrops.

Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.

West, het. secs. 6 and 31.
Over rolling land.
Prnint for the 1/4 sec. cor. of secs. & and 31,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in sandstone bhedrock, with brass cap mkd.

T39N Ri%E
531
/4 —
S e
T38K
1293

Form 9600-10a (November 1987} USDI-BLM FIELD MOTE PAPER
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Survey of the North Boundary,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS
Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.
78.89 The cor. of Tps. 38 and 2% N., Rs. 18 and 19 E., hereinbefore
described.
Land, rolling.
Soli, sandy clay, sand, and sandstone outcrops. -
Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.
Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona
From the cor. of secs. 25, 30, 31, and 36, on the E. bdy. of the
Tp., monumented with a stainless steel post, 2 1/2 ins. dlam.,
with brass cap, set, and mkd. as described in the field notes of
the survey of the west boundary, T. 38 N., R. 20 E., executed
concurrently under this same group.
West, bet. secs. 25 and 36.
Over rolling and broken land.
4%, 00 Point for the 1/4 sec. cor. of secs. 25 and 36.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. In the ground, with brass cap mkd.
T38N R19E
525
1/4 ——
536
1998
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post,
BO.0C Point for the cor. of secs. 25, 26, 35, and 36.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



17 BOOK 5558
Survey of a Portion of the Subdivisional Lines,
T, 38 N., R. 19 E., Gila and Salt River Meridian, Arizona
CHAINS
T38N R1SE
526 | 525
835 | 536
1998
Deposit a magnet in a 1 x 1 X 2 ins. white colored plastic case
beneath the stainless steel post.
Land, rolling and broken.
3011, sandy and rocky clay.
Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.
N. 0°01f W., bet. secs. 25 and 26.
Over rolling and broken land.
40.00 Point for the 1/4 sec. cor. of secs. 25 and 26.
Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T38N R1SE
1/4
526 | 525
1998
from which
A juniper, 9 ins. diam., bears 3. 68 3/4° W., 59 1/2 lks.
dist., mkd. 1/4 S26 BT.
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
Cor. ls located 30 lks. W. of a trail road, bears 5. in curve 1o
right, and 1.50 chs. 5. of Burnt Trees Wash, 40 ft. wide, 10 ft.
deep, drains NNE.
75.64 Woven wire fence on 5. edge of a cultivated field, bears ENE and
WSW; thence across a cultivated fleld.
80.00 Point for the cor. of secs. 23, 24, 25, and 26.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
18 ins. below the surface of the ground, with brass cap mkd.
Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

T8N RISE
523 | 524

526 525
1998

from which

A stainless steel post, 28 ins. long, 2 1/2 ins. dlam., set
26 ins. in the ground, for a reference monument, bears
N. 80°00'" E., 200.0 ft. dist., with brass cap mkd. T38N
R19E 524 RM 200.0 FT TO COR 1998 and an arrow peinting to
the cor. Deposit a magnet ina 1 x 1 ¥ 2 ins. white
colored plastic case beneath the stainless steel post.
Set a steel fence post nearby.

A stalnless steel post, 28 ins. long, 2 1/2 ins. diam., set
26 ins. in the ground, for a reference monument, bears
N. 45°00" W., 125.0 ft. dist., with brass cap mkd. T38N
RI9E S23 RM 125.0 FT TO COR 1998 and an arrow peinting to
the cor. Deposit a magnet ina 1 x 1 x 2 ins. white
colored plastic case beneath the stainless steel post.
Set a steel fence post nearby.

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post at the sec. cor.

Cor. 1s located in a cultivated field, 2.00 chs. W. of a woven
wire fence on the E. edge of the field, bears SSE and NNW.

Land, rolling and broken.

3011, sandy and rocky clay.

Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.

From the cor. of secs. 19, 24, 25, and 30, on the E. bdy. of the
Tp., monumented with a stainless steel post, 2 1/2 ins. diam.,
with brass cap, set, and mkd. as described in the fleld notes of
the survey of the west boundary, T. 38 N., R. 20 E., executed
concurrently under this same group.

Cor. is located 1.95 chs. S. of Burnt Trees Wash, 30 fi. wide,
7 ft. deep, drains SE.

West, bet. secs. 24 and 25.

Over gently rolling land.

Form 9600-10a (November 1987} USDI-BLM FIELD NOTE PAPER



19 BOOK 5558

Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gilia and Salt River Meridian, Arizona

CHAINS

10.80

4C.C0

43,55

80.00

5.87

40.00

Burnt Trees Wash, 40 ft. wide, 8 ft. deep, drains NE.
Point for the 1/4 sec. cor. of secs. 24 and 25.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. In the ground, with brass cap mkd.

T38N R19E
s24
1/4 —
825
1998

from which
2 steel cover, 7 ins. diam., set in a concrete collar, 2 ft.
square, set flush with the surface of the ground, bears

M. 19° W., 1.20 chs. dist., with top mkd. WATER.

Deposit a magnet ina 1 x 1 x 2 Ins. white colored plastic case
beneath the stalnless steel post.

Cor. is located 1.40 chs. S. of a trall road, bears ENE and WSW.
Trail reoad, bears ENE and WSW.

The cor. of secs. 23, 24, 25, and 26.

Land, gently relling.

Sell, sandy clay.
No timber; scattered brush and native grasses.

N. 0°01' W., bet. secs. 23 and 24.
Over nearly level land across a cultivated field.

Woven wire fence on N. edge of a cultivated fleld, bhears ENE and
W3W.

Point for the 1/4 sec. cor. of secs. 23 and 24.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
1/4
523 i 524
1998
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20 BOOK 5558

Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS
Depesit a magnet ina 1 x 1 x 2 ins. white colored plastic case
heneath the stainless steel post.
69.90 Trall road, bears E. and W.
30.00 Paoint for the cor. of secs, 13, 14, 23, and 24.
Set a stainless steel post, 28 ins. long, 2 1i/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T38N R1%E
514 | 513
523 524
1998
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
Land, nearly level.
Scil, sandy clay.
No timber: scattered brush and native grasses.
From the cor. of secs. 13, 18, 19, and 24, on the E. bdy. of the
Tp., monumented with a stainless steel post, 2 1/2 ins. diam.,
with brass cap, set, and mkd. as described in the field notes of
the survey of the west boundary, T. 38 N., R. 20 E., executed
concurrently under this same group.
West, bet. secs. 13 and 24,
Over nearly level land.
9.75 Navajo Route 597, a graded road, 25 ft. wide, bears SSE and NNW.
40.00 Point for the 1/4 sec. cor. of secs. 13 and 24.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T38N R19E
513
1/4 —
524
1998
Deposit a magnet ina 1 x 1 ® 2 ins. white colored plastic case
beneath the stalnless steel post.
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Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS
From this cor. point, a brass tablet, 3 1/2 ins. diam., set in a
concrete collar, B ins. dlam., firmly set, projecting 8 ins.
above ground, bears N. 22°14' E., 37.055 chs. dist., with top
mikd, LIMBAUGH ENGINEERING & AFRIAL SURVEYS INC. KAY 35.
80.00 The cor. of secs. 13, 14, 23, and 24.
Land, nearly level.
Soil, sandy clay.
Ho timber: scattered brush and native grasses.
N. 0°01' W., bet. secs. 13 and 14,
Over gently rolling lamnd,
27.30 Power line, bears NNE and SSW.
30.70 Graded road, 25 ft. wide, bears NNE and S3W.
40.00 Point for the 1/4 sec. cor. of secs. 13 and 14.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T38N R1SE
1/4
814 | sS13
1998
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
Set a steel fence post nearby.
From this cor. peint, a brass tablet, 3 1/2 ins. diam., set in a
concrete collar, 8 ins. diam., firmly set, projecting 7 ins.
above ground, bears 5. 72°54' W., 27.085 chs. dist., with top
mkd. NAVAJO CONTROL SYSTEM ARIZ. L.A.S. KAY 33.
67.05 S. right-of-way fence of U. S. Highway 160, barbed wire,
8 strands, parallels highway.
70.08 Center of U. S. Highway 160, asphalt pavement, 50 ft. wide, bears
ENE and WSW.
71.74 N. right-of-way fence of U. S. Highway 160, barbed wire,
5 strands, parallels highway.
20,00 Point for the cor. of secs. 11, 12, 13, and 14.
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Survey of a Portion of the Subdivisional Lines,
T. 33 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

12.07

28.71

36.58

40.00

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38H R19E
511 | 312

314 | 513
1958

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
heneath the stalnless steel post.

Set a steel fence post nearby.
Land, gently rolling.

Soll, sandy clay.
No timber; scattered brush and native grasses.

From the cor. of secs. 7, 12, 13, and 18, on the E. bdy. of the
Tp., mommented with a stainless steel post, 2 1/2 ins. diam.,
with brass cap, set, and mkd. as described in the field notes of
the survey of the west boundary, T. 38 N., R. 20 E., executed
concurrently under this same group.

Cor. is located 2,30 c¢hs. 5. of 8. right-of-way fence of U. S.
Highway 160, bharbed wire, 5 strands, bears ENE and WSW.

West, bet. secs. 12 and 13.
Over nearly level land.

S. right-of-way fence of U. 3. Highway 160, barbed wire,
5 strands, parallels highway.

Center of U. S. Highway 160, asphalt pavement, 36 ft. wide, bears
ENE and WSW.

N. right-of-way fence of U. S. Highway 160, woven wire and barbed
wire, parallels highway.

Point for the 1/4 sec. cor. of secs. 12 and 13.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
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23 BOOK 5558

Survey of a Portion of the Subdivisional Lines,

T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

41.43

52.73

80.00

40.00

T38N R19E
s12
1/4 —
513
1998

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Set a steel fence post nearby.

Cor. is located at the SW edge of an abandoned alrstrip, 66 lks.
N. of N. right-of-way fence of U.S. Highway 160, woven wire and
barbed wire, bears ENE and WSW.

From this cor. point, a brass tablet, 3 1/2 ins. diam., set in a
concrete collar, 8 ins. diam., firmly set, projecting S ins.
above ground, bears N. 30°37' E., 37.575 chs. dist., with top
mkd. NAVAJC CONTROL SYSTEM ARIZ. L.A.S5. KAY 23.

From this same cor. point, a brass tablet, 3 1/2 ins. diam., set
in a concrete collar, 8 ins. diam., firmly set, projecting

12 ins. above ground, bears S. 61°13' E., 15.445 chs. dist., with
top mkd. LIMBAUGH ENGINEERING & AERTAL SURVEYS INC. KAY 29,

Barbed wire fence, 5 strands, bhears SSE and NNW.

Center of U. 5. Highway 163, asphalt pavement, 69 ft. wide, hears
SSE arxd NNW.

The cor. of secs. 11, 12, 13, and 14.
Land, nearly level.

Soil, sandy clay.
No timber; scattered brush and natlve grasses.

N. 0°01' W., bet secs. 11 and 12.
Over hearly level land.
Point for the 1/4 sec. cor. of secs. 11 and 12.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
1/4
511 | 812
1998
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Survey of a Portion of the Subdivisicnal Lines,
T. 38 H., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

Deposit a magnet in a 1 X 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
Set a steel fence post nearby.

53.32 Center of U.S. Highway 163, asphalt pavement, 69 ft. wide, bears
SSE and NNW.

58.10 Center of entry street to housing area, asphalt pavement, 30 ft.
wlde, bears E. and W.

65.50 Underground gas pipeline, bears E. and W.

66.00 Power line, bears E. and W.

80.00 Point for the cor. of secs. 1, 2, 11, and 12.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd,

T38N R15SE
s2 |81

511 512
1998

Deposit a magnet in a 1 x® 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Set a steel fence post nearby.

From this cor. point, a brass tablet, 3 1/2 ins. diam., set in a
concrete collar, 8 ins. diam., firmly set, projecting 3 ins.
above ground, bears S. 50°31’ E., 15.25 chs. dist., with top mkd.
LIMBAUGH ENGINEERING & AERTIAL SURVEYS INC. KAY 16.

From this same cor. point, a brass tablet, 3 1/2 ins. diam., set
in a concrete collar, 8 ins. diam., firmly set, projecting 5 ins.
above ground, bears S. 76°24' W., 27.225 chs. dist., with top
mkd. LIMBAUGH ENGINEERING & AERIAL SURVEYS INC. KARY 15.

Land, nearly level.
Scil, sandy clay.
No timber; scattered brush and native grasses.
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Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

40.00

80.00

17.42

18.60

25.85

From the cor. of secs. 1, 6, 7, and 12, on the E. hdy. of the
Tp., monumented with.a stainless steel post, 2 1/2 ins. diam.,
with brass cap, set, mkd., and witnessed as described in the
field notes of the survey of the west boundary, T. 38 N.,

R. 20 E., executed concurrently under this same group.

Cor. is located 1.90 chs. N. and 1.70 chs. W. of a graded road,
20 ft. wide, bears NE and SW.

West, bet. secs. 1 and 12.
Over nearly level land.
Point for the 1/4 sec. cor. of secs. 1 and 12,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38H R19E
51
1/4 —
512
1988

Deposit a magnet in a 1 x 1 X 2 ins. white colored plastic case
beneath the stainless steel post.

Cor. ls located 1.15 chs. S. of a power line, bears E. and W.
The cor. of secs. 1, 2, 11, and 12.
Land, nearly level.

Soil, sandy clay.
No timber; scattered brush and native grasses.

N. 0°01' W., bhet. secs. 1 and 2.
Over rolling land.

Center of U.S. Highway 163, asphalt pavement, 69 ft. wide, bears
ENE and WSW.

SE cor. of Kayenta Trading Post Tract, a rebar, 5/8 in. diam.,
set flush with the surface of the ground, bears West, 3.39 chs.
dist.

Center of a street, asphalt pavement, 25 ft. wide, bears E. and
W.
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Survey of a Portion of the Subdivisional Lines,
T. 33 N., R, 19 E., Gila and Salt River Meridian, Arizona

CHAINS

26.08

26.26

35.29

40.00

80.00

38.30

NW cor. of Kayenta Trading Post Tract, a rebar, 5/8 in. diam.,
set flush with the surface of the ground, bears West, 7.135 chs.

dist.

5. fence of Bureau of Indian Affalrs School compound, barbed
wire, 5 strands, bears E. and W.

Center of main school compound street, asphalt pavement, 20 ft.
wide, bears NNE and SSW.

Point for the 1/4 sec. cor. of secs. 1 and 2.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N RISE
1/4

8 2 | 51
1598

from which

The westernmost cor. of SW wing of L-shaped concrete block
warehouse, 140 x 30 ft., mkd. 52, bears 5. 28° E.,
1.83 chs. dist., long side bears NE.

Deposit a magnet in a 1l x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Set a steel fence post nearby.

Cor. is located 2 lks. S. of S. edge of S. concrete curb of a
street, asphalt pavement, 20 ft. wide, bears SE and NW.

The cor. of secs. 1, 2, 35, and 36, on the N. bdy. of the Tp.,
hereinbefore described.

Land, gently relling.
Soll, sandy clay.
No timber:; scattered brush and native grasses.

From the cor. of secs. 25, 26, 35, and 36.
West, bet, secs. 26 and 35,
Over broken and rugged land, ascending a rocky slope.

E. rim of a mesa, bears N. and S.; thence over rolling and broken
land.
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Survey of a Portion of the Sukdivisional Lines,

T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

40.Q0

80.00

9.40

40.00

Point for the 1/4 sec. cor. of secs. 26 and 35.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R1SE
526
1/4 —
335
1598

Deposit a magnet in a 1 x 1 x 2 ins. vhite colored plastic case
beneath the stainless steel post.

Point for the cor. of secs. 26, 27, 34, and 35.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
527 | 326

534 | 835
1998

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.

Land, broken, rugged and rolling.
Soi1, sandy and rocky clay with sandstone outcrops.

Timber, pifion and juniper; undergrowth, brush and native grasses.

N. 0°0lf W., bet. secs. 26 and 27,
Over rolling and broken land.

N. rim of a mesa, bears NNE and SSW; thence descend a rocky
slope.

Point for the 1/4 sec. cor. of secs. 26 and 27.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. In the ground, with brass cap mkd.

T28N R19E
1/4
827 ‘ 526
1958
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Survey of a Portion of the Subdivisiocnal Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS
Deposit a magnet in a 1 x 1 ¥ 2 ins. white colored plastic case
beneath the stainless steel post.
58.58 NE cor. of a chainlink and barbed wire fence enclosure,
100 x 40 ft., surrounding water tanks, bears West, 1.74 chs.
dist., long side bears WKW,
59,60 Power line, bears NNE and 35SW.
BQ.00C Point for the cor. of secs. 22, 23, 26, and 27.
Set a brass tablet, 3 1/4 ins. dlam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.
T38N R19E
522 | 823
327 | 526
1998
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
in the drill hole beneath the brass tablet.
Land, rolling, broken and rugged.
Soll, sandy and rocky clay with sandstone outcrops.
Timber, pifion and juniper; undergrowth, scattered brush and
native grasses.
From the cor. of secs. 23, 24, 25, and 26.
West, bet. secs. 23 and 26,
Over rolling land.
40.00 Point for the 1/4 sec. cor. of secs. 23 and 26.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. In the ground, with brass cap mkd.
T38N R19E
523
1/4 —
526
1998
Deposit a magnet ina 1 x 1 x 2 Ins. white colored plastic case
beneath the stainless steel post.
67.05 Trall road, bears NNE and SSW.
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Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS
67.90 Power line, bears NNE and SS5W.
80.00 The cor. of secs. 22, 23, 26, and 27.
Land, rolling.
5011, sandy and rocky clay.
Timber, pifion and juniper; undergrowth, scattered brush and
native grasses.
N. 0°01’ ¥W., bet. secs. 22 and 23.
Over gently rolling land.
40,00 Point for the 1/4 sec. cor. of secs. 22 and 23.
Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T38N R1SE
1/4
S22 | 523
1998
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
80.00 Point for ihe cor. of secs. 14, 15, 22, and 23.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mKd.

T38N R19E
515 [ 514

522 | 823
1998

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Land, gently rolling.

Soll, sandy clay.

Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.

From the cor. of secs. 13, 14, 23, and 24.

West, bet. secs. 14 and 23.
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Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 15 E,, Gila and Salt River Meridian, Arizona

5558

CHAINS

40.00

80.00

33.10

40.00

51.79

54.89

56,392

Over gently rolling land.
Point for the 1/4 sec. cor. of secs. 14 and 23.

Set a gtainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R1SE
514
1/4 —
523
1998

Deposit a magnet in a 1 x 1 x 2 ins. vwhite colored plastic case
beneath the stainless steel post.

The cor. of secs., 14, 15, 22, and 23.
Land, gently rolling.

Secil, sandy clay.
No timber; scattered brush and native grasses.

N. 0°0l’ W., bet. secs. 14 and 15.

Over nearly level land.

Graded road, 20 ft. wide, bears NNE and SSW.
Point for the 1/4 sec. cor. of secs. 14 and 15.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
1/4
S15 | 514
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

S. right-of-way fence of U. §. Highway 160, barbed wire,
4 strands, parallels highway.

ENE and WSW.

wire, parallels highway.

Center of U. S. Highway 160, asphalt pavement, 35 ft. wide, bears

N. right-of-way fence of U. S. Highway 160, woven wire and barbed
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31 BOOK 5

Survey of a Portion of the Subdivisional Lines,
T. 38 H., R, 19 E., Gila and Salt River Meridian, Arizona

CHAINS

80.00

4C.00

Point for the cor. of secs. 10, 11, 14, and 15.

S5et a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the grournd, with brass cap mkd.

T38N R19E
510 | 811

315 | 514
1958

from which

A cor. of a wood framed octageonal hogan, 29 ft. diam., bears
N. 52 1/4° E., 2.58 chs. dist., sides bear E. and SW.

Another cor. of same hogan, bears N. 53 1/2° E., 2.405 chs.
dist., sldes bear HE and S.

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

From thls cor. peint, a brass tablet, 3 1/2 ins. diam., set in a
concrete collar, 8 ins. diam., firmly set, projecting 19 ins.
above ground, bears S. 53°13' E., 15.40 chs. dist., with top mkd.
LIMBAUGH ENGINEERING & AERTAL SURVEYS INC. KAY 26.

Land, gently rolling.
Soil, sandy clay.
No timber; scattered brush and native grasses.

From the cor. of secs. 11, 12, 13, and 14.
West, bet. secs. 11 and 14.

Over nearly level lard.

Point for the 1/4 sec. cor. of secs. 1l and 1i4.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
S11
1/4 —
S14
1998
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Survey of a Portion of the Subdivisional Lines,
T, 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

80.00

39.41

40.00

60,20

63.30

78.95

80.00

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

From this cor. peint, a brass tablet, 3 1/2 ins. diam., set in a
concrete collar, 8 ins. dlam., firmly set, projecting 13 ins.

LIMBAUGH ENGINEERING & AERIAL SURVEYS INC. KAY 27.
The cor. of secs. 10, 11, 14, and 15.
Land, nearly level.

Soll, sandy clay.
No timber; scattered brush and native grasses.

above ground, bears S. 58°41" E., 15.85 chs. dist., with top mkd.

N. 0°01" W., bet. secs. 10 and 11i.

Over nearly level land.

Barbed wire fence, 4 strands, bears SE and NW.
Point for the 1/4 sec. cor. of secs. 10 and 11.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. dlam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
1/4
510 | S11
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Underground gas pipeline, bears E. and W.

Tralil road, bears ENE and WSW.
Point for the cor. of secs. 2, 3, 10, and 1l1.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R1SE
s3 |82

S10 § S11
1998

Navajo Route 6845, a graded road, 25 ft. wide, bears ENE ard WSW.
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Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Set a steel fence post nearby.

From this cor. point, a brass tablet, 3 3/4 ins. diam., set in a
concrete collar, 8 ins. diam., firmly set, projecting 4 ins.
above ground, bears 5. 79°55’ E., 16.64 chs. dist., with top mkd.-
LIMBAUGH ENGINEERING & AERIAL SURVEYS INC. KAY 14.

Land, nearly level.
Soil, sandy clay.
No timber; scattered brush and native grasses.

From the cor. of secs. 1, 2, 11, and 12.
West, bet. secs. 2 and 11.
Over rolling land.

12.47 Center of U.S. Highway 163, asphalt pavement, 69 ft. wide, bears
SSE In curve to left.

34.92 A brass tablet, 3 ins. dlam., set in a concrete collar, 6 ins.
diam., firmly set, projecting 8 ins. above ground, bears North,
1.87 chs. dist., with top mkd. ARIZONA HIGHWAY DEPT., witnessed
by an angle iron to the W., mkd. P.T. 25+58.80 AH on W. face and
mkd. P.T. 23+49.46 BK on E. face.

39.40 Power line, bears ENE and WSW.
40.00 Point for the 1/4 sec. cor. of secs. 2 and 11.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
12 ins. below the surface of the ground, with brass cap mkd.

T38N RiSE
5 2
1/4 —
s11
1998
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Survey of a Portion of the Suldivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

3C.00

40.C0

from which

A stainless steel post, 28 ins. long, 2 1/2 ins. diam., set
26 ins. in the ground, for a reference monument, bears
S. 60°00' E., 63.0 ft. dist., with brass cap mkd. T38N
R19E 1/4 S11 RM 63.0 FT TO COR 1998 and an arrow pointing
to the cor. Deposit a magnet ina 1 x 1 X 2 ins. white
colored plastic case beneath the stainless steel post.
Set a steel fence post nearby.

A stainless steel post, 28 ins. long, 2 1/2 ins. diam., set
26 ins. In the ground, for a reference monument, bears
N. 60°00' W., 105.0 ft. dist., with brass cap mkd. T38N
R19E 1/4 S2 RM 105.0 FT TO COR 1998 and an arrow pointing
to the cor. Deposit a magnet in a 1 ®x 1 x 2 ins, white
colored plastic case beneath the stainless steel post.
Set a steel fence post nearby.

Deposit a magnet in a 1 ¥ 1 x 2 ins. white colored plastic case
beneath the stainless steel post at the 1/4 sec. cor.

Cor. is located on the NW edge of graded driveway to the parking
lot of the Church of Jesus Christ of the Latter Day Saints, bears
NE and SW; 29 lks. S. of S. edge of Navajo Route 6845, a graded
road, 35 ft. wide, bhears ENE and WSW; and 1.20 chs. E. of center
of same Navajo Route 6845.

The cor. of secs. 2, 3, 10, and 11.
Land, rolling.

Soll, sandy clay.
No timber; scattered brush and native grasses.

N. 0°01" W., bet. secs. 2 and 3.
Over rolling land.
Point for the 1/4 sec. cor. of secs. 2 and 3.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R1SE
1/4
53 I 52
1998

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Form 9600-10a (November 1987} USDI-BLM FIELD NOTE PAPER



35 BOOK

Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

80.01

24.80

40.00

80.00

The cor. of secs. 2, 3, 34, and 35, on the N. bdy. of the Tp.,
hereinbefore described.

Land, rolling and broken.
Soil, sandy and rocky clay with sandstone cutcrops.
¥o timber: scattered brush and native grasses.

From the cor. of secs. 22, 23, 26, and 27.
West, bet. secs. 22 and 27.

Over rolling land.

Trall road, bears NE and SW.

Point for the 1/4 sec. cor. of secs. 22 and 27.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
522
1/4 —
527
1998

Deposit a magnet ina 1 x 1 x 2 ins, white colored plastic case
beneath the stainless steel post.

Point for the cor. of secs. 21, 22, 27, and 28.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
321 | 522

528 527
1998

Deposit a magnet in a 1 x 1 x 2 Ins. white colored plastic case
beneath the stainless steel post.

Land, rolling.
So0il1, sandy and rocky clay.

Timber, pifion and juniper; undergrewth, brush and native grasses.

N. ©0°02" W., bet. secs, 21 and 22.

Form 9600-10a (November 1987) USDI-BLM
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36 ROOK

Survey of a Portion of the Subdilvisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

Over rolling land.

40.00 Point for the 1/4 sec. cor. of secs. 21 and 22.

Set a stainless steel post, 28 ins. long, 2 1/2 Ins. diam.,
26 ins. in the ground, with brass cap mikd.

T38N Ri19E
1/4
521 ] 322
19388

Deposit a magnet in a 1 x 1 x 2 ins. vhite colored plastic case
beneath the stainless steel post.

80.00 Point for the cor. of secs. 15, 16, 21, and 22.

Sat a stainless steel post, 28 ins. long, 2 1/2 Ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
3i6 | 815

521 522
1938

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Land, rolling to gently rolling.

Soil, sandy and rocky clay.

Timber, scattered pifion and juniper; undergrowth, brush and
native grasses.

From the cor. of secs. 14, 15, 22, and 23.
West, bet. secs. 15 and 22.

Over nearly level land.

5.45 Graded road, 25 ft. wide, bears NNE and 35W.
40.00 Point for the 1/4 sec. cor. of secs. 15 and Z2.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

Form 9600-10a {(November 1987) USDI-BLM FIELD NOTE PAPER
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37 BOOK 5558

Survey of a Portion of the Subdivisional Lines,

T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

80.00

36.51

33.58

40,00

T38N R1SE
515
1i/8 —
522
1998

Deposit a magnet in a 1 ®x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

The cor. of secs. 15, 16, 21, and 22.
Land, nearly level.

Scil, sandy clay.
No timber; scattered brush and native grasses.

N. 0°02F W., bet. secs. 15 and 16.
Over gently rolling land.

5. right-of-way fence of U. S. Highway 160, woven wilre and barbed
wire, parallels highway.

Center of U. S. Highway 160, asphalt pavement, 35 ft. wide, bears
ENE and WSW.

Point for the 1/4 sec. cor. of secs. 15 and 1i6.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. dlam.,
6 ins. below the surface of the ground, with brass cap wmkd.

T38N R19E
1/4
S16 | 815
1998

from which

A stainless steel post, 28 ins. long, 2 1/2 lns. dlam., set
26 ins. in the ground, for a reference monument, bears
H. 45°00'" E., 136.0 ft. dist., with brass cap mkd. T38N
R1SE 1/4 515 RM 136.0 FT TO COR 1998 and an arrow pointing
to the cor. Deposit a magnet ina 1 x 1 X 2 ins. white
colored plastic case beneath the stainless steel post.
Set a steel fence post nearby.

Form 9600-10a (November 1587) USDI-BLM FIELD NOTE PAPER




38 BOOK
Survey of a Portlon of the Subdivisional Lines,
T. 38 N., R. 19 E., Glla and Salt River Meridian, Arizona
CHAINS
A stainless steel post, 28 ins. long, 2 1/2 ins. diam., set
26 ins. in the ground, for a reference morument, bears
N. 45°00° W., 95.0 ft. dist., with brass cap mkd. T38N
R19E 1/4 S16 RM 95.0 FT TO COR 1998 and an arrow peointing
to the cor. Deposit a magnet ina 1 ®x 1 x 2 ins. white
colored plastic case beneath the stainless steel post.
Set a steel fence post nearby.
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stailnless steel post at the 1/4 sec. cor.
Cor. is located 1.14 chs. S. of N. right-of-way fence of U. 5.
Highway 160, woven wire and barbed wire, parallels highway.
From this cor. point, a brass tablet, 3 1/2 {ns. diam., set in a
concrete ceollar, 6 ins. diam., firmly set, projecting 2 ins.
above ground, bears S. 88°42'’ E., 16.33 c¢hs. dist., with top mkd.
BIA ROADS, witnessed by an angle iron to the W., mkd. 16.3 on a
face.
71.21 Pump shaft of a windmill, bears East, 2.76 chs. dist., mkd.
8TH41.
80.0C Point for the cor. of secs. 9, 10, 15, and 16,
Set a stalnless steel post, 28 ins. long, 2 1/2 ins. dlam.,
26 ins. in the ground, with brass cap mkd.
T38N R19E
s 9 | 810
S1s | S15
1998
Deposit a magnet in a 1 x 1 X 2 ins. vhite colored plastic case
beneath the stainless steel post.
Land, gently rolling.
Scil, sandy clay.
No timber; scattered brush and native grasses.
From the cor. of secs. 10, 11, 14, and 15,
West, bet. secs. 10 and 15.
Over gently rolling land.
40.00 Point for the 1/4 sec. cor. of secs. 10 and 15.
Form %600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



39 BOOK

Survey of a Portion of the Subdivisional Lines,

T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

80.00

40.00

44.68

48.10

58.10

59.20

80.00

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
S10
1/4 —
815
1998

Deposit a magnet ina 1l x 1 x 2 Ins. white colored plastic case
beneath the stainless steel post.

The cor. of secs. 9, 10, 15, and 16.

Land, gently rolling.
Soll, sandy clay.
No timber; scattered brush and native grasses.

N. 0°02" W., bet. secs. 9 and 10.
COver gently relling land.
Point for the 1/4 sec. cor. of secs. 9 and 10.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
1/4

S 9 | 10
1998

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

SE cor. of a wood frame house, 25 x 15 ft., bears West, 40 1lks.
dist., long side bears N.

Power line, bears ENE and W3W.

Navajo Route 6845, a graded road, 25 ft. wide, bears ESE and WNW .
Underground gas pipeline, bears E. and W.

Point for the cor. of secs. 3, 4, 9, and 10.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



40 BOOK
Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona
CHAINS
T38N R19E
541583
59 510
19358
Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.
Land, gently relling.
5011, sandy clay.
No timber; scattered brush and native grasses.
From the cor. of secs. 2, 3, 10, and 11.
West, bet., secs. 3 and 10.
Over gently rolling land.
26.00 E. edge of a small reservoir, bears NNE and SSW.
40.00 True point for the 1/4 sec. cor. of secs. 3 and 10, falls in a
small reserveir, where it is impracticable to establish a
monument .
From this cor. peint, the point selected for the witness cor. for
the 1/4 sec, cor, of secs. 3 and 10, bears N. 10°00' E.,
2.00 chs. dist.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with brass cap mkd.
WC
T38N RI9E
53
1/4 —
10
1998
Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
51.60 W. edge of a small reservoir, bears SE and NW.
80.00 The cor. of secs. 3, 4, 2, and 10.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER




4t BOOK 5

Survey of a Porilon of the Subdivisional Lines,
T. 383 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

21.40

40,00

51.46

80.01

40.00

Land, gently rolling.
Soll, sandy clay.
No timber; scattered brush and native grasses.

N. 0°02’ W., bet. secs. 3 and 4.

Over gently relling land.

Trail road on N. bank of an irrigation ditch, bears E. and W.
Point for the 1/4 sec. cor. of secs. 3 and 4.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.

T38N R19E
1/4
S4 |53
1998

Deposit a magnet ina 1 x 1 ¥ 2 ins. white colored plastic case
in the drill hole heneath the brass tablet.

Thence ascend gradually over sandstone outcrops.

A rebar, 5/8 in, diam., firmly set, projecting 1 in. above
sandstone bedrock, bears East, 2.58 chs. dist., serving as
station "NNO19" in the Navajo Control System; thence descend over
N. rim of a mesa into Laguna Creek floodplain.

The cor. of secs. 3, 4, 33, and 34, on the N. bdy. of the Tp.,
hereinbefore described.

lLand, rolling, broken and level.

5011, sandy and rocky clay with sandstone outcrops.

Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.

From the cor. of secs. 21, 22, 27, and 28.
West, bet. secs. 21 and 28.

Over rolling land.

Point for the 1/4 sec. cor. of secs., 21 and 28.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. ln the ground, with brass cap mikd.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



42 BOOK

Survey of a Portion of the Subdivisiconal Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

80.00

40.00

T38N R1SE
s21
1/4 —
528
1998

Deposit a magnet in a 1 ® 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Point for the cor. of secs. 20, 21, 28, and 29.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. ln the ground, with brass cap mkd.

T38N R19E
520 | 821

529 | 528
1998

from which

A pifien, 8 ins. diam., bears S. 60° E., 26 lks. dist., mkd.
T38N R19E 528 ET.

The mks. X BO, chiseled on the face of a sandstone boulder,
6 x 5% 3 ft,, bear §. 81° W., 45 1lks. dist.

Deposit a magnet ina 1 x 1 ¥ 2 ins. white colored plastic case
beneath the stalnless steel post.

Land, rolling.
Soil, sandy and rocky clay.

Timber, plfion and juniper; undergrowth, brush and native grasses.

N. 0°03" W., bet. secs. 20 and 21.
Over rolling land.
Point for the 1/4 sec. cor. of secs. 20 and 21.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
1/4
520 | s21
1998

Form 9600-10a (November 1987) USDI-BLM
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43 BOOK

Survey of a Portion of the Subdivisional Lines,

T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

5558

CHAINS

80.00

40.00

51.50

80.00

Deposit a magnet in a 1 ®x 1 x 2 ins. white colored plastic case

beneath the stainless steel post.

Point for the cor. of secs. 16, 17, 20, and 21.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
517 | 816

520 | 521
1958

Deposit a magnet ina 1 x 1 x 2 Ins. white colored plastic case
beneath the stainless steel post.

Land, rolling.
Soil, sandy and rocky clay.
Timber, plfon and juniper; undergrowth, brush and native grasses.

From the cor. of secs. 15, 16, 21, and 22.
West, bet. secs. 16 and 21.

Over gently relling land.

Point for the 1/4 sec. cor. of secs. 16 and 21.

Set a stainless steel post, 28 ims. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T3BN R1SE
316
1/4 —
521
1598

Deposit a magnet in a 1 x 1 ® 2 ins. white colored plastic case
beneath the stainless steel post.

Trail road, bears N. and S.

The cor. of secs. 16, 17, 20, and 21,

Form 9600-10a (November 1987) USDI-BLM
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a4 BOOK 5558

Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

Land, gently rolling.
5011, sancly and rocky clay.
Timber, scattered pifion and juniper; undergrowth, scattered brush

and native grasses.

HN. 0°03' W., bet. secs. 16 and 17.

Over gently rolling land.

25.87 S. right-of-way fence of U. 5. Highway 160, barbed wire,
5 strands, parallels highway.

28.86 Center of U. S. Highway 160, asphalt pavement, 35 ft. wide, bears
E. and W.

30.37 N. right-of-way fence of U. S. Highway 160, barbed wire,

5 strands, parallels highway.
40.00 Point for the 1/4 sec. cor. of secs. 16 and 1i7.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R1SE
1/4

517 l 816
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Cor. is located 2.05 chs. E. of a trall road, bears SSE and NNW.
80.00 Point for the cor. of secs. 8, 9, 16, and 17.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., flush
with the surface of the ground, with brass cap mkd.

T38N R19E
5839

517 516
1998

Deposit a magnet ina 1 ¥ 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Cor. is located on the W. edge of a trail road, hears N. and S.;
2.90 chs. 8. of a power line, bears E. and W.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



45 BOOK

Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

Land, gently rolling.

Soil, sandy and rocky clay.

Timber, pifion and juniper; undergrowth, scattered brush and
native grasses.

From the cor. of secs. 9, 10, 15, and 16.

West, bet. secs. 9 and 16.

Over gently rolling land.

36.85 Navajo Route 6485, a graded road, 25 ft. wide, bears SE and NW.
40.00 Point for the 1/4 sec. cor. of secs. 9 and 16.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 Ins. in the ground, with brass cap mkd.

T38H R19E
S S
1/4 —
816
1598

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Cor. is located 2.90 chs. S. of Navajo Route 6485, a graded road,
28 ft. wide, bears SE and NW.

66.70 Power line, bears ESE and WNW.
80.00 The cor. of secs. 8, 9, 16, and 17.
Land, gently rolling.

Soil, sandy and rocky clay.
No timber; scattered brush and native grasses.

H. 0°03' W., bet. secs. 8 and 3.
Over gently rolling land.
40,00 Point for the 1/4 sec. cor. of secs. 8 and 9.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

Form 9600-10a (November [987) USDI-BLM FIELD NOTE PAPER




46 BOOK 5558

Survey of a Portion of the Subdivisional Lines,
T. 38 ¥., R. 19 E., Glla and Salt River Meridian, Arizona

CHAINS
T38N R1%E
1/4
S8 | S 9
1598
Deposit a magnet in a 1 ®x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
From this cor. point, first order National Gecdetic Survey
vertical control station, "U 48 1934", a standard U. 5. Coast and
Geodetic Survey benchmark brass tablet, 3 1/2 ins. diam., set in
a concrete post, 9 ins. sguare, firmly set, projecting 12 ins.
above ground, bears N. 9°01’ E., 11.28 chs. dist., with top mkd.
U4a8 1934,
53.10 Underground gas pipeline, bears ENE and WSW.
80.00 Point for the cor. of secs. 4, 5, 8, and 9.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T38N R19E
S5} S5 4
58158
1998
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.
Cor. is located 65 lks. W. and 2.60 chs. S. of Navajo Route 6485,
a graded road, 25 ft. wide, bears SSE and NNW.
Land, gently rolling.
Scil, sandy clay.
No timber; scattered brush and native grasses.
From the cor. of secs. 3, 4, 9, and 10.
West, bhet. secs. 4 and 9.
Over nearly level land.
40.00 Point for the 1/4 sec. cor. of secs. 4 and 9.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987} USDI-BLM FIELD NOTE PAPER



47 BOOK 5558
Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona
CHAINS
T38N R1%E
54
1/4 —
S 9
1998
Deposit a magnet in a 1 ¥ 1 x 2 ins. white colored plastic case
heneath the stainless steel post.
64,70 Navajo Route 6845, a graded road, 25 ft. wide, bears ESE and WNW.
20.00 The cor. of secs. 4, 5, 8, and S.
Land, nearly level,
Soil, sandy clay.
No timber: scattered brush and native grasses.
N, 0°03" W., bet. secs. 4 and 5.
Over rolling and broken land.
6.80 Navajo Route 6845, 25 ft. wide, bears SE in curve to left.
10.60 Trrigation ditch, 30 ft. wide, 6 ft. deep, drains ESE.
15.90 $. high bank of Laguna Creek floodplain, bears ENE and WSW.
20.50 N. high bank of Laguna Creek floodplain, bears E. and W.
36.10 Base of sandstone ridge, bears E. and W.; thence ascend over
ridge.
40.00 Point for the 1/4 sec. cor. of secs. 4 and 5.
Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.
T38N R1GE
1/4
35 | S 4
1598
from which
The mks. ¥ BO, chiseled on the face of a sandstone ledge,
bear 5. 82 1/2° W., 18 1lks. dist.
Deposit a magnet ina 1 ® 1 x 2 ins. white colored plastic case
in the drill hole beneath the hrass tablet.
Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



48 BOOK

Survey of a Portion of the Subdivisional Lines,

T. 38 N., R. 19 E., Gila and Salt River Meridlan, Arizona

CHAINS

66.90

68.60

80.01

40.00

80.00

Power line, bears NE and SW.
High voltage transmission line, hears NE and SW.

The cor. of secs. 4, 5, 32, and 33, on the N. bdy. of the Tp.,
hereinhefore described.

Land, rolling and broken.

Soil, sandy and rocky clay with sandstone outcrops.

Timber, scatterasd pifion and juniper; undergrowth, brush and
native grasses.

From the cor. of secs. 20, 21, 28, and 29.
West, bet. secs. 20 and 29.

Over rolling and broken land,

Point for the 1/4 sec. cor. of secs. 20 and 29.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
§20
1/4 —m—
529
1998

from which

The mks. ¥ BO, chiseled on the face of a sandstone boulder,
25 % 14 x 25 ft., bear 3. 4 1/4° E., 59 1lks. dist.

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.

Point for the cor. of secs. 19, 20, 29, and 30.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N HI1SE

519 | S20

530 | 529
1598

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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49 BOOK

Survey of a Portion of the 3Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Land, rolling and broken.
Soil, sandy and rocky clay with sandstone outcrops.
Timber, pifion and juniper; undergrowth, brush and native grasses.

West, het. secs. 19 and 30.
Over rolling and broken land.
40,00 Point for the 1/4 sec. cor. of secs. 19 and 30.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N RI19E
819
1/4 —
530
1958

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
heneath the stainless steel post.

79.27 The cor. of secs. 19, 24, 25, and 30, on the W. bdy. of the Tp.,
hereinbefore described,

Land, rolling and broken.
Sell, sandy and rocky clay.
Timber, pifion and juniper; undergrowth, brush and native grasses.

From the cor. of secs. 19, 20, 29, and 30.

N. 0°03" W., bet. secs. 19 and 20.

Over rolling and broken land, on descent of rocky slope.
40.00 Point for the 1/4 sec. cor. of secs. 19 and 20.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
1/4
519 | 20
1998

Form 9600-10a (November 1987y USDI-BLM FIELD NOTE PAPER



50 BOOK

Survey of a Portlon of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

80.00

40.00

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
bheneath the stainless steel post.

Point for the cor. of secs. 17, 18, 19, and 20.

Set a magnet enclosed in a 1 x 1 x 2 ins, white plastic case,
24 ins. below the surface of the ground.

from which

A stainless steel post, 28 ins. long, 2 1/2 ins. diam., set
26 ins. in the ground, for a reference monument, bears
S. 50°00’ E., 50.0 ft. dist., with brass cap mkd. T38N
R19E S20 RM 50.0 FT TO COR 1998 and an arrow pointing to
the cor. Deposit a magnet ina 1 x 1 x 2 ins. white
colored plastic case heneath the stainless steel post.

A stainless steel post, 28 ins. long, 2 1/2 ins. diam., set
26 ins. in the ground, for a reference monument, bears
N. 50°00’ W., 50.0 ft. dist., with brass cap mkd. T38N
R19E S18 RM 50.0 FT TO COR 1998 and an arrow pointing to
the cor. Deposit a magnet ina 1 x 1 x 2 ins. white
colored plastic case heneath the stainless steel post.

Cor. is located in a wash, 15 ft. wide, 3 ft. deep, drains N.

Land, rolling and broken.
Soil, sandy and rocky clay with sandstone outcrops,

Timber, pifion and juniper; undergrowth, brush and native grasses.

From the cor. of secs. 16, 17, 20, and 21.
West, bet. secs. 17 and 20.

Over rolling land.
Point for the 1/4 sec. cor. of secs. 17 and 20.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
517
1/4 —
320
1998

Deposit a magnet in a 1 x 1 ¥ 2 ins. white ceolored plastic case
beneath the stalnless steel post.

Form 9600-10a (November 1987) USDI-BLM
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51 BOOK

Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

80.00

40.00

79.18

The cor. of secs. 17, 18, 19, and 20.

Land, rolling.
Soil, sandy and rocky clay.

Timber, pifion and juniper; undergrowth, brush and native grasses.

West, bet. secs. 18 and 19.
Over relling land.
Point for the 1/4 sec. cor. of secs. 18 and 189.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone hedrock, 13 ins. below
the surface of ground, with top mkd.

T38N R1SE
518
1/4 —
519
1598

from which

A stainless steel post, 28 ins. long, 2 1/2 ins. dlam., set
26 ins. in the ground, for a reference monument, bears
North, 50.0 ft. dist., with brass cap mkd. T38N R19E 1/4
S18 RM 50.0 FT' TO COR 1998 and an arrow pointing to the
cor. Deposit a magnet ina 1 x 1 x 2 ins. white colored
plastic case beneath the stainless steel post.

A stalnless steel post, 28 ins. long, 2 1/2 ins. diam., set
26 ins. in the ground, for a reference mornument, bears
South, 80.0 ft. dist., with brass cap mkd. T38N RISE 1/4
519 RM 80.0 FT TO COR 1998 and an arrow pointing to the
cor. Deposit a magnet ina 1 x 1 x 2 ins. white colored
plastic case beneath the stainless steel post.

Deposit a magnet in a 1 ®x 1 x 2 ins, white colored plastic case
in the drill hole beneath the brass tablet at the 1/4 sec. cor.

The cor. of secs. 13, 18, 19, and 24, on the W. bdy. of the Tp.,
hereinbefore described.

Cor. Is located in a bladed road, 20 ft. wide, bhears NNE and S5SW.
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Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

Land, rolling.
Soil, sandy and rocky clay.
Timber, pifion and juniper; undergrowth, brush and native grasses.

From the cor. of secs. 17, 18, 19, and 20.
N, 0°03' W., bet. secs. 17 and 18.
Over rolling land.

22.98 S. right-of-way fence of U. S. Highway 160, barbed wire,
5 strands, parallels highway.

26.00 Center of U. S. Highway 160, asphalt pavement, 35 ft. wide, bears
£, and W.

27.54 N. right-of-way fence of U. S. Highway 160, barbed wire,
5 strands, parallels highway.

40.00 Point for the 1/4 sec. cor. of secs. 17 and 1B.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
1/4
S18 | S17
1998

Deposit a magnet in a 1 x 1 ® 2 ins. white colored plastic case
beneath the stainless steel post.

80.00 Point for the cor. of secs. 7, 8, 17, and 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
5758

518 | 817
1998

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

From this cor. peint, a brass tablet, 3 ins. diam., set in
sandstone bedrock, cemented in place, bears 5. 51703’ E.,
35.75 chs. dist., with top mkd. U. 5. INDIAN HEALTH SERVICE Kl6.
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Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 1% E., Glla and Salt River Meridian, Arizona
CHAINS
Land, reolling.
Soil, sandy and rocky clay.
Timber, scattered pifion and juniper; undergrowth, brush and
native grasses.
From the cor. of secs. 8, 9, 16, and 17.
West, bet. secs. 8 and 17.
Over rolling land.
40.00 Point for the 1/4 sec. cor. of secs. 8 and 17.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T38N R19E
58
1/4 —
517
1998
Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
heneath the stainless steel post.
80.00 The cor. of secs. 7, 8, 17, and 18.
Land, rolling.
Soil, sandy and rocky clay.
Timber, scattered pifion and juniper; undergrowth, brush and
native grasses.
West, bet. secs. 7 and 18.
Over gently rolling land.
23.40 Power line, bears ENE and WS3W.
40.00 Point for the 1/4 sec. cor. of secs. 7 and 18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. dlam.,
26 ins. in the ground, with brass cap mkd.
T38N R1SE
s 7
1/4 —
518
1998
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Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS
Deposit a magnet in a 1 % 1 ¥ 2 ins. white colored plastic case
beneath the stainless steel post.

75.00 Underground gas pipeline, bears ENE and WSW.

79.08 The cor. of secs, 7, 12, 13, and 18, on the W. hdy. of the Tp.,
hereinbefore described.

Land, gently rolling.
Soil, sandy clay.
No timber; scattered brush and native grasses.

From the cor. of secs. 7, 8, 17, and 18.
N, 0°03' W., bet. secs. 7 and B.

Over gently rolling land.

6.20 Power line, bears ENE and WSW.
25.70 Underground gas pipeline, bears ENE and WSW.
40.00 Point for the 1/4 sec. cor. of secs. 7 and 8.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. In the ground, with brass cap mkd.

T38N R1SE
1/4

S 7 i 58
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post,

74.50 5. high bank of Laguna Creek flocdplain, bears E. and W.

80.00 True point for the cor. of secs. 5, 6, 7, and 8, falls in the bed
of Laguna Creek, 50 ft. wide, 5 ft. deep, flows NE; where it is
impracticable to construct a permanent monument.

From this cor. point, the point selected for the witness cor. to
the cor. of secs. 5, 6, 7, and 8, bears S. 30°05" E., 4.00 chs.
dist.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the grourxl, with brass cap mkd.
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Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

40.00

73.70

BO.0O

6,20

WC
T38N R1SE
S S5

s7 158
1598

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Land, gently relling.
Soil, sandy clay.
No timber; scattered brush and native grasses.

From the cor. of secs. 4, 5, 8, and 9.

West, bet. secs. S5 and 8.

Over gently rolling land.

Point for the 1/4 sec. cor. of secs. 5 and 8.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 Ins. in the ground, with brass cap mkd.

T38N R19E
55
1/4 —
38
1598

Deposit a magnet in a 1 ¥ 1 ® 2 ins. white colored plastic case
beneath the stainless steel post.

SE high bank of Laguna Creek floodplain, bears N. and S.
True point for the cor. of secs. 5, 6, 7, ard 8.
Land, gently relling.

Soil, sandy clay.
No timber; scattered brush and native grasses.

West, het. secs. 6 and 7.
Over nearly level land in Laguna Creek floodplain.

Power line, bears NE and SW.
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Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

8.00

4C.00

52.30

73.00

5.10

6.10

7.70

40.00

High voltage transmission line, bears NE and SW.
Point for the 1/4 sec. cor. of secs. & and 7.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R1SE
56
1/4 —
57
1998

Depcsit a magnet in a 1 ®x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Set a steel fence post nearby.

Cor. is located near base of the N. high bank of Laguna Creek
floodplain, bears ENE and WSW.

NW high bank of Laguna Creek floodplain, bears ENE and WSW;
thence over gently rolling land leaving floodplain,

The cor. of secs. 1, 6, 7, and 12, on the W. bdy. of the Tp.,
hereinbefore described.

Land, nearly level.

Soll, sandy clay.

Timber, scattered cottonwood and salt cedar; undergrowth, brush
and native grasses.

From the true point for the cor. of secs. 5, 6, 7, and 8.
N. 0°04’ W., bet. secs. 5 and 6.
Over nearly level land in Laguna Creek floodplain.

N. high bank of Laguna Creek floodplain, bears E. and W.; thence
over gently relling land.

Power line, bears NE and SW.
High voltage transmission line, bears NE and SW,

Point for the 1/4 sec, cor. of secs, 5 and 6.
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Survey of a Portion of the Subdivisional Lines,
T. 38 N., R. 19 E., Gila and Salt River Meridian, Arizona

CHAINS

49.70

80.01

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T38N R19E
1/4
S6]S5
1998

Deposit a magnet in a 1 x 1 x 2 ins. vhite colored plastic case
beneath the stainless steel post.

Navajo Route 6485, a graded road, 25 ft. wide, bears E. and W.

The cor. of secs. 5, 6, 31, and 32, on the K. bdy. of the Tp.,
hereinbefore described,

Land, nearly level to gently rolling.

Soil, sandy clay.

Timber, scattered cottonwood, pifion, and juniper; undergrowth,
brush and native grasses.

GENERAL DESCRIPTION

The area surveyed is within the Navajo Indian Reservation, with
the community of Kayenta, Arizona mostly situated in sections 1,
2, 11, and 12. The terrain varies from rolling and broken in the
southern and northern portions, to gently rolling in the center.
The drainage is easterly, with Laguna Creek being the main
drainage, entering the township in section 7, exiting in section
4, then reentering and exiting in section 1. The elevation
varies from 5,500 to 8,000 feet above sea level. The soil is
mostly sandy clay with some rocky areas and sandstone outcrops.
The timber is primarily pifion and juniper in the southern and
northern portions, with scattered brush and native grasses
throughout .

The principal access ls provided by U. S. Highway 160, which
enters the township in section 12 and exits in section 18; and
U. S. Highway 163 which starts in section 13 and exits in
section 1. Navajo Routes 6485 and 6845, graded roads, provide
access to the center of the township. There are numerous trail
roads throughout. Much of the area is used for grazing
livestock. There is no mining activity in the township.

The mean magnetic declination is 12 1/2° E, as derived from the
United States Geological Survey computer program GEOMAGIX
utilizing the Regicnal Magnetic Field Model for Epoch 1995 for
the dates of survey.
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CERTIFICATE OF SURVEY

I, Leonard R. Sandoval, Cadastral Surveyor, HEREBY CERTIFY upon henor that, in
pursuance of Special Instructions bearing date of the 6th day of June, 1996, and
Amended Special Instructions bearing date of the 13th day of August, 1997, I have
surveyed the west and north boundaries, and a portion of the sukxdivisional lines,
Township 38 North, Range 19 East, of the Gila and Salt River Meridian, in the state
of Arizona, which are represented in the foregoing fleld notes as having been
executed by me and urnder my direction; and that said survey has been made in strict
conformity with said special instructions, amended special instructions, the Manual
of Instructions for the Survey of the Public Lands of the United States, 1973, and in
specific manner described in the foregeing field notes.

21759 oﬁ»«(;?W

{Date) (Cadastral Surveyor)}

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT
Arizona State Offlice
Phoenix, Arizona

The foregoing field notes of the survey of the west and north boundaries, and a
portion of the subdivisional lines, Township 38 North, Range 19 East, Gila and Salt
River Meridian, Arizona, executed by Leonard R. Sandoval, Cadastral Surveyor, having
heen critically examined and found correct, are hereby approved.

it & 1997 ey o8 Kadnakon

Date) {Chief €adastral Surveyor of Arizona)

LTI
=k L

I CERTIFY that the ing transcript of the field notes of the above-described
surveys in T. 38 N., R. 19 ET and Salt River Meridian, Arizona, is a true copy
of the original field notes.




